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Document sizes ANSI E to ISO A4        
Maximum scanning medium width 1,092 mm/43 inches ( centered )   965 mm/38 inches (centered)
 1,066.8 mm/42 inches  ( centered )  932.2 mm/36.7 inches (centered)        
 999.999 m ( maximum ) *1        

Document thickness 20.3 mm/0.8 inches or less 1.5 mm (0.06 inches) or less
 (including the carrier sheet)   (including the carrier sheet)                                        
Document thickness detection Automatic detection by ITA                                                                                -        
Optical resolution 600 dpi        
Interpolated resolution
(in 1 dpi increments) 
Main scanning system Contact image sensor system (five A4 sensors in a zigzag pattern)        
Sub scanning system Document travel (sheet through) system        
Scanning speed*2 
    

Scanning precision *3 +/-0.1%         

Gradation Monochrome : Bilevel, intermediate tones (dithering, error diffusion) Gray: 256 shades      
 Color : 8-bit, 24-bit  Color: 8-bit Color: 8-bit, 24-bit
Threshold value Automatic threshold settings by DSP during monochrome mode        
Color space s-RGB compatible   s-RGB compatible
Light source LED (RGB)   
Interface     USB 2.0(High Speed), 10BASE-T/100BASE-TX  USB 2.0 (High speed)        
Output Image data        

Rated power supply 100 to 120/200 to 240 VAC +/-10%, 50/60 Hz        
Operating environment Temperature: 10 deg.C to 35 deg.C; Humidity : 35% to 80% R.H. (non-condensing)        

Power consumption *4
  60W or less (5W or less in power save mode)         

 1,205 × 957 × 690 mm/47.4 × 37.7 × 27.1 inches ) (including stand) 

Weight (approx.) 47 kg (including stand) 38 kg (including stand) 38 kg (including stand)
Conforming standard UL, FCC class A (USA), CE mark (EU), ccc, EK mark          
Operating system (OS) Windows Vista, Windows XP Professional, Windows XP Home Edition, Windows 2000 Professional

Specifications

Effective scanning area Width
Length 

When the document thickness is 1.5 mm/0.06 inches or less ( 400 dpi, ISO A0 )

High-speed scan

 Monochrome 8s -   8s -   8s -　 8s
 Gray 16s -   16s -   16s -　 23s
 8bit Color 32s -   32s -   32s -　 68s
 24bit color 29s -   29s -   -   -　 62s

Normal scan

 Monochrome 13s 13s 13s 13s 13s 13s  14s
 Gray 19s 19s 19s 19s 19s 19s  26s
 8bit Color 45s 45s 45s 45s 45s -　 82s
 24bit color 41s 41s 41s 41s -   -　 75s
When the document thickness is 1.5 mm/0.06 inches to 20.32 mm/0.8 inches ( 400 dpi, ISO A0 )     

High-speed scan

 Monochrome 29s -  
 Gray 29s -  
 8bit Color 37s -  
 24bit color 36s -  

Normal scan

 Monochrome 35s 35s
 Gray 35s 35s
 8bit Color 45s 45s
 24bit color 41s 41s

 PRO  PRO  PRO

60W or less
(6.3W or less in power save mode)

Max: 60W or less, Stand-by: 30W 
or less, Power save: 5W or less (*2), (*3)

External dimensions (approx.) 
【W×H×D】

 CS610-11eN CS510-11eN IS210-11eN CSX300-09

1,097 × 160 × 332 mm
43.2 × 6.3 × 12.7 inches
Unit: 26 kg, Stand (Option): 13 kg (approx.)

*1 The maximum length of 999m can be set at the ScanningMaster21+. But actual scanning length varies depending on the specification of PC and the condition of scanned document.The scanning of the long length is 
out of the guarantee. 

*2 Including data transfer time Scanning system requirements (Scanning speed may decrease depending on PC specifications)
CPU : Pentium4 3.2GHz or higher ; Memory : 1 GB or more ; Interface : USB2.0

*3 Notes on scanning precision
Scanning precision may vary slightly depending on the grad eand thickness of the medium being scanned, and on the operating conditions. The precision figures above were measured under the operating conditions 
described below.
Test chart used: Mylar sheet #200
Guaranteed precision conditions: Temperature 20 +/- 3 deg.C ; Humidity 60% +/- 10% R.H.
Guaranteed scanning precision range: Width : 1,066.8mm ; Length : 1,508.7mm ; Thickness : 1.5mm or less
Scanning precision at 1 meter length

*4 Power save mode is set when the document is not loaded and not operated more than 13 minutes
Power save mode is canceled when document is loaded

Item Model
Stand for CS510/610/IS210 series ST0075
Stand for CSX300-09 ST0074
 OPS115-KIT

Carrier sheet A0 IS0922
Carrier sheet A1 IS0908
Cleaning paper EM-CP

 IS0917

Calibration / Color correction sheets for IS210 IS0918
Calibration sheet (Black & White calibration) for CSX300 IS0925
Calibration sheet (for thick document) for CS610 IS0926

Options / Other accessories

Software to upgrade the Scanning Master 21+ 
to the Scanning Master Pro Color

50 to 9600 dpi 50 to 800 dpi 50 to 9600 dpi 50 to 800 dpi 50 to 9600 dpi 50 to 800 dpi 50 to 9600 dpi

-

-

 CS510/610/IS210 series CSX300-09
Power cable 1 1
USB interface cable   1
Calibration / Color correction sheets
(CS510/610/IS210 PRO : IS0917, IS210 : IS0918) 1 set 
Calibration sheet (IS0925, Black & White calibration)   1 set
Carrier sheet (IS0922) 1 1
CD-ROM
(User manual, Scanning Master 21+, Twain driver) 1 1

Quick start guide   1
Document support unit (CS610 sereis) 1 
Document support wires 3 
Document support plate   1 set 
Cleaning paper 1 1

Standard accessories

CS510 Series

CS610 Series

CS610 Series :  42" wide/full-color, 
 for thick medium scanning
CS510 Series :  42" wide/full-color
IS210-11eN PRO : 42" wide/8bit-color
IS210-11eN : 42" wide/monochrome
CSX300-09 :  36" wide/full-color

IS210 Series

CSX300-09
42" scanners line-up is renewed.
9600 dpi interpolated resolution is added.
999 m long length scanning function is added with the Scanning Master 21+.
The CSX300-09 is added as a 36" full color scanner.
Convenient, reliable face-up document loading. Ease of use.

24-bit Color 36" wide s-RGB compatible24-bit Color 36" wide s-RGB compatible

24-bit Color 42" wide42" wide s-RGB compatible24-bit Color s-RGB compatible 8-bit Color 42" wide8-bit Color 42" wide Monochrome 42" wideMonochrome 42" wide

Calibration / Color correction sheets for CS510/610/
IS210PRO

Full Color Image Scanner

Full Color Image Scanner Monochrome Image Scanner

CS610-CS510  IS210 PRO  IS210

CSX300

SCN200805165000AS  Printed  in  Japan

High-resolution, High-speed, user-friendly and 
smart energy use for cleaner environment
-High Definition Plus
Graphtec scanner solution that advances 
evolution

8-bit Color Image Scanner



State of the art scanning technology.
For GIS/CAD, Graphics, Reprographics and more.

※The CS610/CS510/IS210 series can be upgraded after an 
initial purchase.
These services are the option plans in a distributor. Please 
ask the distributor for available option plans.

*1 CSX300 supports the USB interface only.

Graphtec Scanner comparison table

● Graphic arts, Reprographics, Photographics　♦In-door posters, Copy shops　▲ Civil engineering, Surveying, Aerial photo, GIS　■ Architecture, Building construction, CAD

*1 The scan speed indicates the scanning time when scanning an A0 size document.
 For the CS and IS series, the scan speed for PRO model is with the High speed scan mode, for standard model is with the Normal scan mode. 
 For the CSX300, the scan speed is with the High speed scan mode.

Scan mode　　　　　　　     Speed *1  
Monochrome

Bi-level

8 s

13 s

8 s

13 s

8 s

8 s

13 s

24bit 
Full color

29 s

41 s

29 s

41 s

62 s

-

-

9600 dpi

800 dpi

9600 dpi

800 dpi

9600 dpi

9600 dpi

800 dpi

Document
 thickness

20 mm

20 mm

1.5 mm

1.5 mm

1.5 mm

1.5 mm

1.5 mm

Face down

Face down

Face down

Face down

Face up

Face down

Face down

Model

CS610-11eN-PRO

CS610-11eN

CS510-11eN-PRO

CS510-11eN

CSX300-09

IS210-11eN-PRO

IS210-11eN

     Size

B0 
(42 inches)

B0 
(42 inches)

B0 
(42 inches)

B0 
(42 inches)

A0 
(36 inches)

B0 
(42 inches)

B0 
(42 inches)

Color

24 bit 
full color

24 bit 
full color

24 bit 
full color

24 bit 
full color

24 bit 
full color

8 bit 
256 color

Mono-
chrome

Gray scale

256 shades

256 shades

256 shades

256 shades

256 shades

256 shades

256 shades

   Interface

USB2.0
100BASE-TX

USB2.0
100BASE-TX

USB2.0
100BASE-TX

USB2.0
100BASE-TX

USB2.0

USB2.0
100BASE-TX

USB2.0
100BASE-TX

Applications
Document 

reading 
surface

Interpolated 
resolution

●♦▲■

●♦▲■

●♦▲■

●♦▲■

▲■

■

■

CSX300-09 IS210-11eN

IS210-11eN PRO

CS510-11eN PRO

CS510-11eN

CS610-11eN PRO

CS610-11eN

9600
dpi

42"
wide

8-bit Color

9600
dpi

36"
wide

Full Color 9600
dpi

42"
wide

Full Color
9600

dpi
42"
wide

Full Color

800
dpi

42"
wide

Full Color
800

dpi
42"
wide

Full Color

Scans thick medium up to 
20.3 mm (0.8 inch)
Compatible with CS610 Series that supports 
the ITA (Intelligent Thickness Adjustment) 
feature to automatically detect the thickness 
of the medium being loaded   

36" Full Color Image Scanner 42" Full Color Image Scanner
 Scanning of thick documents

42" 8-bit Color Image Scanner

42" Monochrome Image Scanner

800
dpi

42"
wide

Monochrome

42" Full Color Image Scanner

Compliance with a new standard of 
“International Energy Start Program”, the 
scanner is equipped with a power save 
mode.  When the scanner is not operated for 
a specified period, it will enter the stand-by 
condition. The power consumption 
is reduced to 5W or less (6.3W in 
case of the CS610-11eN-PRO) 

HD Plus1 High-speed and high-resolution maximizing CIS performance
　
HD Plus2 High-resolution scan  with 600dpi optical resolution
　
HD Plus3 High-density scan with 9600 dpi interpolated resolution
　
HD Plus4 High-speed scan, Monochrome 8 seconds, Color 29 seconds *1
　
HD Plus5 High speed stand-by, warm-up time 10 seconds *2
　
HD Plus6 Outstanding environmental performance
  Compatible with new standard of the Energy star program
  Compatible with RoHS
　
HD Plus7 Compact & Lightweight

The CIS (Contact Image Sensor) method enables high-resolution scan, high-speed scan, 
energy saving, and light and compact design. 
Graphtec scanners allow for “High Definition Plus” via the CIS method. 

*1 : When using A0 size, 62sec  / A0 for CSX300 
*2 : 18s for CS510/610/IS210
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